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Figure 10: Alternate Approved Post-to-Beam

RIM JOIST REQUIREMENTS
‘Attach a continuous rim joist to the ends of joists as Post Cap Attachment

shown in Figure 11, Attach decking to the rim joist as
shown in Figure !'1. For moré decking attachment e Solld sawn of
requirements, sec DECKING: REQUIREMENTS. — (- _multi-ply beam
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Figure 11: Rim Joist Cohnection Detalls

secure deckih@ to top of rim joist with

Joists 1~ . #10 x 3" minimum wood screws @ 6" 0.0.
- : NAILS NOT PERMITTED -

t 10 end of each joist with (3) #10 x 3"

attach rim jois
s: NAILS NOT PERMITTED

minimum wood screw

rim jolst
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‘TABLE R502.,2.2.1

?FASTENER SPACING FOR A SOUTHERN PINE OR HEM-FIR D
CAND A 2-INCH NOMINAL SOLID-SAWN SPRUCE-P

ECK LEDGER

NE-FIR BAND JOIST®"9

___(Deck live load = 40 psf, deck dead foad = 10 psf) i
JOISTSPAN' :6 andless | 61708 ] 21" 10 10’ l 101" to 12’ l'12'1" 1014' | 141”1016’ | 16'1"10 18’
Connection dotails N - On-center spacing of fasteners® R
1/, inch diameter lag screw wifth 15/5, inch .
maximum sheathing® L ‘ 30 1 23 18 15 13 1 10
1/, inch diameter bolt with '¥/i; inch maximum 3¢ 36 34 2 |2 2 19
sheathing T P
1/, inch diameter bolt with 15/4, inch maximum
2 ¢ 2
sheathing and '/, inch stackeJ washers ! 1 36 36 29 24 1 21 18 16

For Sk: 1-inch = 25.4 mm,’1 fool 5
. The tip of the lag screw shall fu
b. The maximum gap between the
. Ledgers shall be flashed to prey

a
c
d. Lag screws and bolts shall be s
e
f,

, Deck ledgershall be minimum 3 x8 pressure-preservative-treated No
When solid-sawn pressure-preservativ

304.8 mm. ! pound per squaré foot = 0.0479kPa.
Ily extend beyond the Inside face of the band Joist.

face of the ledger board and face of the wall sheathing shall be '/,".

\ent water from contacting the house band jolst.

aggered in accordance with Sectlon RS502.2.2.1.1.

e-treated deck ledgers are attac

.2 grade lumber, or ot
hed to aminimum 1 Inch thick engineered w

her approved materials as established by standard engineering practice,

ood product (structural composite lumber, lami-
cepted englneering practice.

nated veneer Jumber or wood structural

1 panel band joist), the ledger atta

chment shall be deslgned in accordance with ac
| be permitted in Heu of the 2-inch nominal band joist.

4
h. Wood structural panel sheathing,

the face of the Jedger board and

. A minimum { x 9"/, Douglas Fir laminated veneer lumber rimboard shal
gypsum board sheathing or foamsheathing notexceeding 1 inchint

the face of the band joist shall be 1 Inch.

hickness shal be permitted. The maximumdistance between



GUARD POST ATTACHMENTS

Deck guard posts shall be a minimum 4x4 (nominal)
No.2 or higher grade (for species listed in Table 1) with
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TRUCTION GUIDE

GUARD POST TO OUTSIDE JOIST: Guard posts
for guards which run parallel to the deck joists shall be
attached to the outside joist per Figure 25,

an adjusted bending design yalue not less than 1,050 psi.

Figure 25: Guard Post to Outside Joist Example
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*guard posts can ba Installed as shown in Figure 26 (between
jolsts) if blocking Is installed as shown above within 1 2" of each

side of the post

GUARD POST TO RIM jOIST: Guard posts for

guards that run perpendiculipr to the deck joists shall be
attached to the rim joist in accordance with Figure 26.

As shown in Figure 26, holéi-down dnchors must be
installed to attach the guard post and rim joist to the

deck joists. There shall be a minimum of two /2"
diameter bolts at the hold-down anchors' attachment to
the joist. Only hold-down anchor models meeting these
minimum requirements shall be used.

i
Figure 26; Guard Post fo Rim Joist Example_
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